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Width min. = 130 (5),
Wigth mox_ =180 f— . . Proposed Bituminous shoulder
bce PCC shoulder Subbase granular material type C or undisturbed surface material (plug)
pav'T. (variable width) J__

Stabilized” * & =

- - | improved subgrade (when required) (typ.)
CC-l Edge of pcc shoulder

subbase \

——\(_See DETAIL ‘A/

300
(12)
min.,

Trench shall be / \‘

placed adjacent to
the edge of pav't.

FA-1 or FA-2

Approved
fitting

Bit. shoulder ,

c ‘J -\_]mproved subgrade

(when required)

SECTION A-A
(PCC_Shoulder)

Flexible
DOV”“_\ Removed
i wedge

-

300
(12)
min.

SECTION A-A
(Bit. Shoulder)

(Dimensions and notes not shown shall
be as shown in the above Section A-A)
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100 (4) min. pipe
underdrain (special)

Existing

—_—

Concrete headwall
for pipe drain

300 (12) £ 13 (/2) unless
otherwise specified

pavement : - ,

SECTION A-A

EXISTING CONSTRUCTION

(TRENCH FOR DRAINAGE MAT UNDERDRAIN OPTION)

(Except as noted or shown, dimensions and
notes specified for Existing Construction
are the same aos those of New Construction)

R~ — = 7
| ==
GENERAL NOTES
100 (4) min. pipe  __"
underdrain (special) See Standard 601101 for details of
SECTION B'B concrete headwall.
See Standards 482001, 482006 and 483001
—— % for details of shoulders not shown.

SECTION B-B

(Sag locations)

The 600 mm (24’) radius on the drainage
fitting is only a minimum. Larger radii
meeting the approval of the Engineer
maybe substitued.

All dimensions are in millimeters
(inches) unless otherwise shown.

DATE REVISIONS

1-1-97 [Renum. Standard 2327-12.

SUB-SURFACE DRAINS

Rev. loc. of mat u.d.

Decr. depth of pipe u.d.

6-15-94 |Moved G.N. to Specs.

(Sheet 1 of 2)

Moved Design Notes.

STANDARD 601001

Added Metric.
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Width min. = 0.D. + 100 (4)
Width max. = 300 (12)
PCC shoulder
PCC

pav'T (variable width)
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®|= subbase N ___

ﬁ 0.47 min. slope

See DETAIL E

PLAN

Subbase granular material type C or undisturbed
improved subgrade (when required) (typ.)

/—Edge of pcc shoulder

Concrete headwall
for pipe drain

Trench shall be
placed adjacent to
the edge of pav't. FA-1 or FA-2
100 (4) min. pipe

underdrain SECTION A-A

Flexible .

]mproved subgrade
(when required)

100 (4) min. pipe
underdrain (Special)

Bit. shoulder ,

pav’t.

Removed

PCC or flexible

\ pavement

Remove wedge
when flexible

pavement.

o N

\ ®a \r/ * Subbase
? 5 var® N (when required)
E Improved subgrade
= (when required)
S|s

~N

1= \FA -1 or FA-2

\_'<|\IBO° bedding
0.0. + 6 (/s L_ groove
max.

__I 250 max.

(10)

TRENCH FOR CORRUGATED POLYETHYLENE
TUBING ALTERNATE
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NEW
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(Dimensions and notes not
be as shown in the above Section A-A)

Width min, =
Width max. =

SECTION A-A
shown shall

(2x0.D.) +150 (6)
450 (18)

L (|

Width min. = 0.D. + 100 (4)
Width max. = 300 (12)
>

{

ol N

)

100 (4) min. pipe
underdrain (special)

SECTION C-C SECTION C-C

(Sag locations)
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B5F 5
—
Shidr.

Bituminous shoulder

material (plug)
D ‘-l
7

Existing
shoulder

Proposed

wrfeee N

LIy

cae %)
X
Existing
pcc pav't

600 (24)
Nominal

DJ

SECTION A-A
Existing
pavement
Bituminous shoulder
Proposed Bituminous shoulder material (plug)
sur face material (plug) Existing
- ! {" shoulder™ ]

3

Existing
- shoulder

SECTION D-D

SECTION D-D
(Sag Locations)

600 (24)
Nominal

TRENCH FOR CORRUGATED POLYETHYLENE

TUBING ALTERNATE

EXISTING CONSTRUCTION

(Except as noted or shown, dimensions nd
notes specified for Existing Construction
are the same as those of New Construction)

Edge of

/ pavement

All dimensions are in millimeters (inches)
unless otherwise shown.

\

Edge of

'IMJ shoulder SUB'SURFACE DRAINS
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